
LIK 5,2W

CODE:

3116

991 South Gull Lake Dr 

Richland, MI 49083 

USA

g@gordonbullard.com 

www.bullardbollards.com

1-877-964-4646

APPLICATION:

FLOOR 

GENERAL INFORMATION:

One-way garden bollard IP65 
Steel body with resin front protection. 
Floor installation with special base or ground installation with steel picket. 
With IP68 3-pole terminal
Power supply unit incorporated

LIGHTING INFORMATION:

OPTICALS:

0  Diffused

FINISH OPTIONS: 

8. Corten

5. Grey (RAL 7042)

Custom colors on request* 

COLOR:

7. Inox

100

305

29

45

65

KELVIN CRI  NOMINAL LUMEN 85° REAL OUTPUT

3200 90 480 ~ 430
3500 80 600 ~ 540
5500
4500 75 620 ~ 550

5500 K
4500 K
3500 K
3200 K

ACCESSORIES:

 Steel picket307500001 

307500012 Neoprene cable 3x1



LIK BI 10,4W

CODE:

3117

991 South Gull Lake Dr 

Richland, MI 49083 

USA

g@gordonbullard.com 

www.bullardbollards.com

1-877-964-4646

APPLICATION:

FLOOR 

GENERAL INFORMATION:

Two-way garden bollard IP65 with 56+56×0.09W LEDs
Steel body with resin front protection.
Floor installation with special base or ground installation with steel picket.
With IP68 3-pole terminal
Power supply unit incorporated

LIGHTING INFORMATION:

OPTICALS:

0  Diffused

FINISH OPTIONS: 

8. Corten

5. Grey (RAL 7042)

Custom colors on request* 

COLOR:

7. Inox

100

305

29

45

65

KELVIN CRI  NOMINAL LUMEN 85° REAL OUTPUT

3200 90 480 ~ 430
3500 80 600 ~ 540
5500
4500 75 620 ~ 550

5500 K
4500 K
3500 K
3200 K

ACCESSORIES:

 Steel picket307500001 

307500012 Neoprene cable 3x1
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